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July 18, 1974

David Fluegel~ 539A " Degras of . Degrea of saptiz
Addition to 539 Urbanizing Area tank filter field
Section 29 Roscoe Twp. X LimitationsAre Linitations
PC29BR-pt.109 ' .

AS17 | | - (

290 A Varsaw losm, 0-2% slopes . slight - Slight -1

398A Wea ailt losa, 0-2X slopes S1ighe Slighe - 1

1 = Poor filtexring material nay allow efflnent to travel lnn: distances, placing’
the pouibmty of polinting naarby stresms, springs, mu« wells. '

The above soils are suitable for building but cara should be eakan to svoid
high concentration of ssptic tanks due to the pouﬂamty of polinticn h‘wd.
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3820 Aubumn Street .

Rockford, Hlinois 61103 - 968-0661 Ext. 249 and 254

“July 18, 1974

David Yinegel—$832 - = "% "7 " “pegree of ‘' ' " "~ Degree of Septie’

829 & 32 Roseoe Twp. '~ Urbanixing Area Tank Yilter Fiald
PC 298-111, 29C-2 & Limitations Linitations
323~204 ' : ' ' '
AS 17 & 27

| 73 Ross Loam, 0-3Z slopes Severe (iZ‘) S«vere~-Subject to

flooding-more often
than once in § years.

290A VWarsaw loam, 0-2X slopes Slighe | Slighet - 1

3543 Umnmmed sandy loam, 3-7X slopes  Slight (G31) Slight = 1

B/ic |

7274 Vaukea losm, 0-3T slopes . Siight Slaght - 1 _
776 Loany alluvial lend, 0-2T slopes Severs (R25) SeveraSubject to

flooding, mors often t
than once in S years,
Lass than 60 inches

to watexr table.

-1 = Poor filgering waterial may allow affluent to travel long distances.
' placing the possibility of polluting nearby streams, springs, and shallow
“u'o ’

The Slight limitation for building on the 3154 scil ares {ndicates shallow depth

to sand or gravel; drcuthy. Grading and excavation likaly to expose sandy or .
gravelly material; low available moisturae for plants; lawns and shrubs difficult
to maintain, .

The severs linitation for building snd septic tank systema on tha 73 soil area

13 due to subject to flooding or ponding; periodic water saturation. Excavations
£111 wvith vater in the spring; fair to poor atability; foundatioms, slabs, walks,
and streats subject to cracking dua to frost heave. Building should de svoided
on this soil araa.



-2- |

The Severs limftstion for building and septic systems ou tha 776 soil arsa

tens,
q...'_j.\_-

~n Oy

The balance of tha soil areas are saitabie for building and septie mu—a mpc_
a high concaptzation of septi¢ tanks should bde avoided due, te pollution hazzard

mmt’.& - "." . ,’ . .

ek

18 alse due ts the area baing subject te flooding; frequent or contimous wvatar

saturation.  Ylooding or ponding damages duildinge and roads; exeavations £411:

with water; slow to dry ocut; fair to poor stability; foundasticns, slabs, walks,
and-strsets subject to cracking and hoaving dad to frost hesve. Tkis area should

be avoided vhen planming building and septie
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3820 Aubumn Street - Rockford, lilinois 61103 - 968-0661 Ext. 249 and 254

-2«
March 18, 1974
David Fluagel'- #540° (Tower Fam) ~ Degree of . .’ Degree of Septic’
$28,29,32 8 33 Roscoe Twpy - Urbanizing Area  Tank Filter Ffeld

PC 28C-14. 29A-112; 290-1¢ 3ZA-201 338-336 LUimitations, '’ L1m1t4t10ns
Asz7817 ..... f

87¢  Dickinson sandy Toam, 3-7% slopes, ~ Moderaté (Y11} Slght™ '

eroded
1758 Lamont sandy loam, 1-5% s1opés  Slght S T Slight
290A Warsaw loam, 0-2% slopes ~ SlMght . SHght - 1
290B  Warsaw loam, 2-4% slopes Slight S1ight - 1
354A '} sandy loam, 0-3% slopes SIight:-  Slight -1
354 ( ) sandy loam. 3-9% slopes Moderate (Y13) Slight - 1
727 waukee loam, 0-3% slopes Slight ~  SHght ¢ 1
776  Loamy alluvial Tand, 0-2% slopes 'Severe (R25)  Severe -Subject to
' flooding, more
: often than once
1- Poor filtering material may allow effluent to travel in 5 years & .
Tong distances, placing the possibility of po]luting Water table less
nearby streams, springs, & shallow wells. than 60 1nches.

The moderate limitation for building on the 87C sofl area {s due to slope.
 Moderate grading for streets and lots; gradfng and excavations l1ikely to expose
gravelly material; erosfon and siltation during construction and lawn establ{ishment
lawns difficult to maintain. This problem can most 1ikely be overcome with
engineering. Septic tanks are buitable for this soil type. .

The moderate Timfatfon for building on the 354C soil area {s also due to slope.
Moderate grading for streets and lots; grading and excavation leaves sandy or
gravelly surface; erosion and siltation during constructfon and lawn establ{shment;
low available moisture for plants; lawns and shrubs very difficult to maintain.



" 3820 Auburn Street - Rockford, Illinois 61103 - 968-0661 Ext. 249 and 254-
Oz-' '_-
David Fluegel - #540

The severe limitation for septic tanks and bu11d1ng on the 776 5011 area -

is due to the fact the area {s subject to flooding; frequent or continucus
water satyration. Flooding or ponding damages buildings and roads; excavations
111 with water; slow to dry out; fair to poor stab{lity; foundations, slabs,
walks, and streets subject to cracking and heaving due to frost heave.

This is a flood plain sofl and 1s not suitable for building and septfc tanks.

The 290, 354 and 727 soiTs do have a possible po110t10n hazard {f a high
concentration of septic tanks are permitted.

The 175 sofl area 1s suitable for building and septfc tanks.

&é/zw ;mnu/z/m:zu

Eldora Zimmerman
Chairman
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David Fluegel-#539

S30 Rockton Twp.

S29 & 32 Roscoe Twp.

PC 30-751;29C-~110; 29C-109"
32B-205; 328 202; & 328-213
AS 17 & 27

73

. 87A
- 87¢

107

175¢2
290A
2908
354C
3878
3988
440A
| 727A
7278

_Dickinson sandy 1oam. 0-32 slopes

Ross 1_oam. 0-3% slopes

(R3] .

At e ae
b PR

i chkinson sandy 1oan. 3-71 slopes.
_ eroded s e e

B N

Sawm111 s11ty clay IOam, 0-2% sIopes

Lﬁmont séhdx Tbam. 5-91 siope:.'
Harsayllaom. QQZI;slopes

Warsaw loam, 2-4% slopes -

( ) sandy loam, 3-9% slopes -
Ockley s1l1t joam. 2-5% slopes

* Wea silt loam, 2-4% slopes
'Jasper s11t Toam, 0-2% slopes

Waukee IOam. 0-3% slopes
Waykee 10am. 0-3% s!opes

_;511ght et
' Hoderate j]ll)

. S1ight

- Slight

| 3820 Aubum Stueet - Rockford, .lllinois 61103 - 9680661 Ext. 249 and 254 '

March 19, 1974

Degree of
Urbanizing
Area

Limftations

Severe:(R34)

Degree of
Septic Tank
Filter Field
Limftations

Severe-Subjéct to
flooding. More often

A ‘than once in- 5 years.

Severe (R25)

Moderate (Y11)
Slight

Slight _
Hoderate.(Y{3)_

Stght
Slight
Slight

?
.

Slight
sTight

Severe -Subject to

- flooding. More often

than once in 5§ years-
Less than 60 inches
to water table.

SHght

| Slight - 1

Slight - 1

slght - 1

Slight

©SMght- &
SHght'-1
' .5.11ght -1



3820 Aubum Street - Rockford, Illinois 61103 - 968-0661 Ext. 248 and 254

_ _ 2e
L e T Urbanizing Area Septic Tank
David Fjuegel - #8539 Limfations - Limfitations

776 Doamy alluvfal-~land, 0-2% slopes : . Savers.(R25) . . Savere-Subject to
R ' . .flooding.. More often
1+ than once in 5 years,
Less than 60 inches

T to water table.
7808 Grellton sandy Toam, 2-5% slopes  Slight  © '$light
93302 Dresden-Rodman complex, 7-12% slopes, Moderate (Y13) Moderate - Slope
eroded. : , and T

1 - Poor filtering mater{al may allow efflent to travel long distances, placing -

* —

the possibility of polluting ngqrhy streams, springs, and shallow wells,

The severe 1imftatfon for butlding and septic tanks on the 73 soil area {s due
to the area being subject to f13d#ing; periodic water saturation. Excavations
7111 with water in the spring: fair to poor stability; foundations, slabs, walks,
- and streets subject to cracking due to frost heave.  This area s not suitable
for building and septic systems. - o :

The Severe 1im{tations for building on the 107 and 776 soil areas {s also due
to flooding; frequent or cont{nuous water saturatfon. Flooding or ponding
damages bufldings and roads; excavations i1l with water; slow to dry out;
fair to poor stability; foundations, slabs, walks and streets subject to -
cracking and heaving due to frost heave. Septic tanks will not work in these
soil types. This area {s not suitable for buflding and septic systems.

The moderate 1im{tation for building on the 87C and 175C2 soil area 1s due to
slope. Moderate grading for streets and lots; grading and excavatfons 1ikely
to expose gravelly materfal; erosion and siltation during construction and lawn
establishment; lawns difficult to maintain. Engineering should be able

to obercome the problems. Septic systems are suitable {n this area.

The moderate 1imitatidn of the 354C and 93902 sofl area {s also due to slope,
Moderate grading for streets and lots; grading and excavation leaves sandy or
gravelly surface; erosfon and siltation during construction and lawn establish-
ne?t; }aw available moisture for plants; lawns and shrubs very difficult to
maintain. ' ' , o

Note should be taken on the sofls with the 1 added with the s1ight limitation.
Possible pollutfon hazard 1f a high concentratfon of septics {s allowed.



S

3~
David F1uegcl - 0539

on soils such as 93902 and 354c erosion can be a probTen during construction
and during the final Iandscaﬁing. Cons{ider using such proactices as high:
ferti1{ty applications, mulching and netting material to hold mulch from _
blowing or washing away. Under separate cover you are being sent reference
mater{al on soil erosion. If add1t1on;1 assistance 1: needed, plase feal -
free to call this office. '

The soil areas 87A, 3878, 440A and 7808 are suitable for septfc systems.
and butlding.

YfEiQZQ%uz) Z;E£7;ZAza&tAzazacé/

Eldora Z{mmerman .
Chairman

3820 Aubum Street - Rockford, Illinois 61103 - 968-0661 Ext. 249 and 254’
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